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‘. FILL ALL THRU-PENETRATIONS IN RATED CONSTRUCTION W/ U.L. APPROVED FIRE
" SEALANT / ASSEMBLY — BY UNIVERSITY.
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@ REMOVE (E) HEAT DETECTORS. CONDUIT AND WIRING FROM SUSPENDED CELING BACK TO
EXISTING HEAT DETECTORS ON STRUCTURAL CEILING.

@ INSTALL RACEWAY AND WIRING FOR MOUNTING (N) SMOKE DETECTORS ON SUSPENDED CEILING.
DO NOT INSTALL SMOKE DETECTORS UNTIL CONSTRUCTION IS COMPLETE.

@d-wxrmammmm SEE DWG. ES4.

@ REMOVE (E) DOOR HOLDER AND ASSOCIATED WIRING. REMOVE CONDUIT BACK TO THE
NEAREST J-BOX.

@lsm.l.(ﬂ)monm»n
SEE ARCH. DWGS. FOR DOOR CONSTRUCTION DETALS.

@ RELOCATE (E) FIRE ALARM BELL 7'—0° WEST OF DOOR AT +88" AF.F. INSTALL (N) STROBE
BELOW BELL AT +80° AF.F.

@ RELOCATE (E) J-BOX ABOVE SUSPENDED CELING AND FACING INTO RM 1237.
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g (E) FIRE ALAR BELL, AT HEIGHT NOTED.

18] (N) FIRE ALARM STROBE, +80" AFF.

[ (N) DOOR HOLDER/CLOSER

@  (N) SWOKE DETECTOR

@ (N) FRE ALARM J-BOX, SIZED TO SUM, ABOVE CELING U.ON.
(N) EFO J-BOX, SIZED TO SUM, ABOVE CEILNG U.0.N.

E (N) "EMERGENCY POWER OFF® BREAK GLASS SWITCH AT +48° AFF.

(E) FIRE ALARM CKT. CONDUI, 3/4°C., UON.
———— (N) FIRE ALARM CKT. CONDUIT, 3/4°C., UON.
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